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LIMITED WARRANTY

Mindset Corporation (“Mindset”) warrants the product it manufactures for a
period of 90 days from the date of purchase. During the warranty period,
Mindset at its option will repair or replace components that prove to be defective
at no charge provided the product is returned to an authorized Mindset dealer.

This warranty does not apply if, in the opinion of Mindset, the product has been
damaged by accident, misuse, misapplication, or as a result of service or
modification by other than an authorized Mindset dealer.

NO OTHER WARRANTIES ARE EXPRESS OR IMPLIED, INCLUDING, BUT NOT
LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FIT-
NESS FOR A PARTICULAR PURPOSE. ANY IMPLIED WARRANTIES ARE
LIMITED IN DURATION TO THE WARRANTY PERIOD SET FORTH ABOVE. IN
NO EVENT SHALL MINDSET BE LIABLE FOR LOST PROFITS, LOSS OF
GOODWILL, OR ANY OTHER SPECIAL OR CONSEQUENTIAL DAMAGES.

This warranty gives you specific legal rights. You may also have other rights, or
certain limitations herein may not apply to you under applicable state law.

FEDERAL COMMUNICATIONS COMMISSION RADIO FREQUENCY
INTERFERENCE STATEMENT

WARNING: This equipment has been certified to comply with the limits for a
Class B computing device, pursuant to Subpart J of Part 15 of FCC rules. Only
peripherals (computer input/output devices, terminals, printers, etc.) certified to
comply with the Class B limits and shielded interconnect cables may be
attached to this computer. Operation with noncertified peripherals or with
unshielded interconnect cables is likely to result in interference to radio and TV
reception.

The information in this guide is subject to change; these changes will be
incorporated in later editions of this guide.

MINDSET is a trademark of Mindset Corporation.

Copyright ©1983, Mindset Corporation.
All rights reserved.
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FEDERAL COMMUNICATIONS COMMISSION RADIO FREQUENCY INTER-
FERENCE STATEMENT

INSTRUCTIONS TO USER

This equipment generates and uses radio frequency energy and if not installed
and used properly, that is, in strict accordance with the manufacturer’s instruc-
tions, may cause interference to radio and television reception. It has been type
tested and found to comply with the limits for a class B computing device in
accordance with the specifications in Subpart J of Part 15 of FCC Rules which
are designed to provide reasonable protection against such interference in a
residential installation. However, there is no guarantee that interference will not
occurin a particular installation. If this equipment does cause interference to
radio or television reception, which can be determined by turning the equipment
off and on, the user is encouraged to try to correct the interference by one or
more of the following measures:

Reorient the receiving antenna.
Relocate the computer with respect to the receiver.
Move the computer away from the receiver.

Plug the computer into a different outlet so that computer and receiver are on
different branch circuits.

If necessary, the user should consult the dealer or an experienced radio/
television technician for additional suggestions. The user may find the following
booklet prepared by the Federal Communications Commission helpful:

“How to Identify and Resolve Radio-TV Interference Problems’.

This booklet is available from the U.S. Government Printing Office,
Washington, D.C. 20402, Stock No. 004-000-00345-4.
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